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TABLE 5

SALT RIVER AGGREGATE

19TH AVENUE

IMMERSION=-COMPRESSION TEST
AVERAGE OF TEST REPLICATES
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DENSITY A DRY WET OIFF  NOTE 1 NOTE 2 TREATMENT
PCF VOIDS PSI PSI PSI* RETAINED RETAINED
STRENGTH STRENGTH
142.0 8.1 321 151 170 47 47 Asphalt Only
142.0 8.1 409 327 82 80 102 1% Pavebond Special
3% APPLIED TO QVEN DRY AGGREGATE
142.0 8.1 325 312 13 96 97 0.25% Silane Concentration
142.5 7.8 379 292 87 77 91 0.75% Silane Concentration
142.5 7.8 428 321 107 75 100 1.00% Silane Concentration
143.0 7.2 337 283 54 84 88 1.50% Silane Concentration
1% APPLIED TO SATURATED SURFACE DRY AGGREGATE
144 .5 6.4 498 478 20 96 149 0.25% Silane Concantration
143.0 7.5 419 335 84 80 104 0.75% Silane Concentration
145.0Q 5.9 537 537 0 100 167 1.00% Silane Concentration
143.5 7.1 447 384 63 86 120 1.50% Silane Concentration

* Dry PSI Minus Wet PSI

Note 1:

Note 2:

det Strength (Treated)

Wet Strength (Treated) x 100%
Ory Strength (Treated

x 100%

Ory Strength (Untreated)
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TABLE 6

SALT RIVER AGGREGATE
19TH AVENUE
DOUBLE PUNCH TEST
AVERAGE QF TEST REPLICATES

DENSITY % ORY WET DIFF  NOTE 1 NOTE 1
PCF YOIDS PSI PSI PSI* RETAINED RETAINED
STRENGTH STRENGTH
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TREATMENT

149.0 3.6 140 N3 27 81 81
148.5 3.9 163 140 23 86 100

Asphalt Only

1% Pavebond Special

% APPLIED TO OVEN DRY AGGREGATE

0.25% Silane
0.75% Silane
1.00% Silane
1.50% Silane

0.25% Silane
0.75% Silane
1.00% Silane

151.0 2.3 165 160 5 87 114
151.5 2.0 181 181 0 100 129
151.0 2.1 157 143 14 91 102
151.5 1.7 167 167 0 100 119
1% APPLIED TO SATURATED SURFACE DRY AGGREGATE
151.0 2.2 172 136 36 79 97
151.5 1.9 207 143 64 69 102
151.5 2.0 200 200 0 100 143
153.5 2.4 181 179 2 99 128

* Dry PSI Minus Wet PSI

det Strength (Treatad) x 100%

Note 1: Ory Strength (Treated)

Wet Strangth (Treated) x 100%

Note 2: Dry Strength (Untreated)

1.50% Silane

Concentration
Cencentration
Concentration
Concentration

Concentration
Concentration
Concentration
Concentration
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